Date (start, end):  2/23/06 - 2/23/06 Boring No. |Boring Location: North of MW-07
Drilling Time (start, end) 09:10 - 10:20 B-09
Logged By:  Stephen Kniittel See Unified Soil Classification System (USCS)
Checked By:  Stephen Knittel for Legend and information not noted.
Drilling Contractor: Clear Heart Drilling, Inc. MW Installed: Y[ ] NIXI if no, boring backfilled with:
Driller's Name:_Pablo Gonzales Cement [] Bentonite: Cement[[]  GroutX Chips[]
Drilling Method: 4-in. Solid-Stem Auger
Sampling Method: SPT Auger Depth, ft: 15.0 Total Depth, ft: 15.0
Hammer weight / fall: 140 Ibs / 30 inch Temp. Screen (interval/dia./slot): 10-15ft./2in./0.01 in.
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103.7- ~ 2 ASPHALT: over base rock.
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. with Sand (CL): dark brown, very fine to fine
grained sand, trace fine gravel, moist.
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CLAY (CL): medium gray, minor very fine grained
sand, moist, silty.
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%5 = " SANDY CLAY (CL): medium gray, very fine tofine
grained sand, wet.
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TOTAL DEPTH = 15.0 FEET
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246 Ghilotti Avenue
Santa Rosa, California 95407

Figure:
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